Module Spectrum S5-90U/55-95U

IM 90 Interface Module (6ES5 090-8ME11)

Technical Specifications

Current supply (internal)

Input voltage

- rated value 115 V/230 V AC

- permissible range 93to 127 V/
187 t0 253 V

Line frequency
- permissible range 50 to 63 Hz
@ @ @ @ Current consumption from 115V
@ N 230 1\1/5 (IM 90) 190 mA
Power AC Current consumption from 230 V
(IM 90) 95 mA
Inrush current
|M 90 at 115V/230 V 2A1.2A
~ Output voltage
- V1 (for sensor) +24 V
- V2 (for 1/0s) +9V
O oV Output current
- from V1 300 mA
O - from V2 300 mA
24V
7 Short-circuit protection electronic
Galvanic isolation V1 yes
gf,,séf % Galvanic isolation V2 no
1213 Radio interference level A to VDE 0871
AHD
Conductor cross-section
- stranded* 2x0.5 t0 1.5 mm2
24V DC - solid 2x0.5 t0 2.5 mm?2
300 mA
+ - Power loss of the
@ @ module typ. 11W
Dimensions in mm

WxHxD (mm) 58.5x135x120

Weight approx. 820 g (1.8 Ibs)
* with core end sleeve
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